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How-To-Do 

 
Import Variables from Motionworks IEC to Movicon 11.6 
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1 Define Variables in Motion Works 

1.1 Step 1 

Define all the variables you want to visualize, control or monitor in the Software Motionworks IEC 

 

 

 

1.2 Step 2 

To use the “easy” Import function of the PLCi driver in Movicon mark all the variables that should be 

imported as “may be used by OPC”  

 

 

 

 

 

 

 

 

 

 



 

March 20 Page 3 of 13  
© Yaskawa Europe GmbH, Ohmstrasse 4, 91074 Herzogenaurach, Germany 

All information is subject to change, changes and errors excepted. 
 

 

2 Add and configure MPiec PLCi driver in Movicon 

2.1 Step 1 

Choose the Yaskawa MPiec PLCi driver from the Comm I/O driver list.  
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2.2 Step 2 

Right click or double click on the driver to open the settings of the driver.  
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2.3 Step 3 

Choose the Tab Stations and press “Add” 
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2.4 Step 4 

Type the IP address of your MP Controller into the field „Server Address“, optional you can define a 
name for your Controller in the field “Station Name”, otherwise it is called “Default Station”: 
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2.5 Step 5 

By pressing the “Test Cable/Comm” button, Movicon will check if the physically connection to the 
MP controller is possible or not  
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3 Import Variables from Motionworks 

3.1 Step 1  

Right click on the Yaskawa MPiec PLCi  
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3.2 Step 2 

You can choose between importing the variables directly from the connected PLC (MP controller) or if you 
want to import the variables out of the project file (.mwt) 
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3.3 Step 3 

Option 1: Get the Variables directly from the connected PLC 
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Option 2: Get the Variables from the project file 
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3.4 Step 4 

Select all or only the needed Variables and press Import 
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3.5 Step 5 

Done  

 


